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detached plume. If the operator does not ob-
tain a clear indication of the location of the
detached plume, this method shall not be
used to make opacity measurements between
the outlet and the detached plume.

Once the determination of a detached
steam plume has been confirmed, the laser
shall be aimed into the region of highest
opacity in the plume between the outlet and
the formation of the steam plume. Aiming
adjustments shall be made to the lidar’s line-
of-sight within the plume to correct for
changes in the location of the most dense re-
gion of the plume due to changes in wind di-
rection and speed or if the detached steam
plume moves closer to the source outlet en-
croaching on the most dense region of the
plume. If the detached steam plume should
move too close to the source outlet for the
lidar to make interference-free opacity
measurements, this method shall not be
used.

2.5 Field Records. In addition to the re-
cording recommendations listed in other sec-
tions of this method the following records

40 CFR Ch. | (7-1-01 Edition)

should be maintained. Each plume measured
should be uniquely identified. The name of
the facility, type of facility, emission source
type, geographic location of the lidar with
respect to the plume, and plume characteris-
tics should be recorded. The date of the test,
the time period that a source was monitored,
the time (to the nearest second) of each
opacity measurement, and the sample inter-
val should also be recorded. The wind speed,
wind direction, air temperature, relative hu-
midity, visibility (measured at the lidar’s
position), and cloud cover should be recorded
at the beginning and end of each time period
for a given source. A small sketch depicting
the location of the laser beam within the
plume should be recorded.

If a detached or attached steam plume is
present at the emissions source, this fact
should be recorded. Figures AM1-1 and AMI1-
II are examples of logbook forms that may
be used to record this type of data. Magnetic
tape or paper tape may also be used to record
data.
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